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Chapter 1

Introduction

Kofax PSIcapture provides the tools to streamline business information (such as physical
documents, digital files, incoming faxes, and more), extract important information, convert it to
searchable PDFs, and route it to a digital repository. The technical specifications in this document
are specific to Kofax PSIcapture 7.9.0.

Memory and disk space requirements are provided. You must meet these requirements to support
your Kofax PSIcapture system. These requirements specifically list the needs of Kofax PSIcapture
and do not include any memory or disk space requirements for the operating system, environment,
or other software that runs on the same computer.



Chapter 2

Product requirements

Specification

Description

Client Operating Systems

« Windows 10 (32-bit and 64-bit), all editions
« Windows 11 (32-bit and 64-bit), all editions

Server Operating Systems

* Windows Server 2016-2022, all editions

DBMS

* SQL LocalDB 2014-2017

* SQL Server 2012 SP3 and later (when configured to use
external database)

Firewall ports

Ensure that TCP ports 47232-47233 are open so that Kofax
PSIcapture will run properly.

Accessibility

Active Internet connection of 1 MBPS or greater

NTFS permissions

Users need Read, Write, and Modify to Drive permissions to
all storage and automation folders and subfolders. The same
permissions are required for the following locations:

+ C:\Program Files (x86)\PSIGEN
+ C:\ProgramData\PSIGEN

PSIcapture installs a Service called Capture Services, which by
default is granted NT Authority\SYSTEM account privileges. We
highly recommend that you install the application with Local
Administrator account credentials.

Required Third-Party Technologies

* Microsoft .NET Framework 4.8 or later

Other requirements:

+ Visual C++ 2015 (32-bit)

+ Visual C++ 2013 (32-bit)

+ Visual C++ 2012 (32-bit)

« Visual C++ 2010 SP1 (32-bit)
* Microsoft SharePoint 2013 or later
+ DocuWare 6.5

+ FileBound 7

+ DocuPhase 5

+ LaserFiche 8.2

* M-Files version 10.2

+ OnBase version

+ Xerox DocuShare 6.5.1

+ Xero NetStandard 3.20.0

+ Digitech ImageSilo 6.4.1
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Specification Description

+ Objective 8.1
« Alfresco 3.2

+ docMgt?
Compatible Kofax Software + PSIcapture Mailroom 3.3 or later
Supported Languages English
Hardware requirements
Specification Description
Processor 2.0 GHz multi-core server class CPU
RAM 8 GB or more
HDD 4.5 GB solid state drive or RAID 0/10
Video 1024x768 resolution or higher
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System architecture
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